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49 CFR Ch. V (10–1–10 Edition) § 575.4 

(2) ASTM F 377–74 (‘‘ASTM F 377’’), 
‘‘Standard Method for Calibration of 
Braking Force for Testing of Pneu-
matic Tires’’ (March 1974), IBR ap-
proved for § 575.104. 

[75 FR 15944, Mar. 30, 2010] 

§ 575.4 Application. 
(a) General. Except as provided in 

paragraphs (b) through (d) of this sec-
tion, each section set forth in subpart 
B of this part applies according to its 
terms to motor vehicles and tires man-
ufactured after the effective date indi-
cated. 

(b) Military vehicles. This part does 
not apply to motor vehicles or tires 
sold directly to the Armed Forces of 
the United States in conformity with 
contractual specifications. 

(c) Export. This part does not apply to 
motor vehicles or tires intended solely 
for export and so labeled or tagged. 

(d) Import. This part does not apply 
to motor vehicles or tires imported for 
purposes other than resale. 

[39 FR 1039, Jan. 4, 1974] 

§ 575.5 Separability. 
If any section established in this part 

or its application to any person or cir-
cumstances is held invalid, the remain-
der of the part and the application of 
that section to other persons or cir-
cumstances is not affected thereby. 

§ 575.6 Requirements. 
(a)(1) At the time a motor vehicle is 

delivered to the first purchaser for pur-
poses other than resale, the manufac-
turer of that vehicle shall provide the 
Uniform Tire Quality Grading informa-
tion required by § 575.104(d)(1)(iii) in the 
owner’s manual of each vehicle it pro-
duces. The vehicle manufacturer shall 
also provide to the purchaser, in writ-
ing and in the English language, the in-
formation specified in § 575.103 of this 
part that is applicable to that vehicle. 
The information provided with a vehi-
cle may contain more than one table, 
but the document must either: 

(i) Clearly and unconditionally indi-
cate which of the tables apply to the 
vehicle with which it is provided, or 

(ii) Contain a statement on its cover 
referring the reader to the vehicle cer-
tification label for specific information 

concerning which of the tables apply to 
that vehicle. If the manufacturer 
chooses option in paragraph (a)(1)(ii) of 
this section, the vehicle certification 
label shall include such specific infor-
mation. 

Example 1. Manufacturer X furnishes a doc-
ument containing several tables that apply 
to various groups of vehicles that it pro-
duces. The document contains the following 
notation on its front page: ‘‘The information 
that applies to this vehicle is contained in 
Table 5.’’ That notation satisfies the require-
ment. 

Example 2. Manufacturer Y furnishes a doc-
ument containing several tables as in Exam-
ple 1, with the following notation on its 
front page: 

‘‘Information applies as follows: 
Model P. Regular cab, 135 in. (3,430 mm) 

wheel base—Table 1. 
Model P. Club cab, 142 in. (3,607 mm) wheel 

base—Table 2. 
Model Q—Table 3.’’ 

This notation does not satisfy the require-
ment, since it is conditioned on the model or 
the equipment of the vehicle with which the 
document is furnished, and therefore addi-
tional information is required to select the 
proper table. 

(2)(i) At the time a motor vehicle 
manufactured on or after September 1, 
1990 is delivered to the first purchaser 
for purposes other than resale, the 
manufacturer shall provide to the pur-
chaser, in writing in the English lan-
guage and not less than 10 point type, 
the following statement in the owner’s 
manual, or, if there is no owner’s man-
ual, on a one-page document: 

If you believe that your vehicle has a de-
fect which could cause a crash or could cause 
injury or death, you should immediately in-
form the National Highway Traffic Safety 
Administration (NHTSA) in addition to noti-
fying [INSERT NAME OF MANUFAC-
TURER]. 

If NHTSA receives similar complaints, it 
may open an investigation, and if it finds 
that a safety defect exists in a group of vehi-
cles, it may order a recall and remedy cam-
paign. However, NHTSA cannot become in-
volved in individual problems between you, 
your dealer, or [INSERT NAME OF MANU-
FACTURER]. 

To contact NHTSA, you may call the Vehi-
cle Safety Hotline toll-free at 1–888–327–4236 
(TTY: 1–800–424–9153); go to http:// 
www.safercar.gov; or write to: Administrator, 
NHTSA, 400 Seventh Street, SW., Wash-
ington, DC 20590. You can also obtain other 
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